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UTAH STATE DEVELOPMENTAL
CENTER DRYER RELOCATION

DFCM# 08311410

DRAWING INDEX:

OAKRIDGE

SUNSET QUAILRUN

RAINTREE

WILLOW CREEK

North: ______  South: ______  East: ______  West: ______

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________

Official for Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.
f)    Exterior and Interior Accessibility Route.
e)    Fire Assembly Locator Sheet.

a)    High Rise Requirements.
b)    Atriums.
c)    Performance Based Criteria.
d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building

Code Accessibility Chapters, the more restrictive requirement shall govern.
through     - ADA Guidelines and specific reference to the International Building

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts

FOOTNOTES:

d)    Drinking Fountains:  1 PER 100 PEOPLE      Service Sinks: 1 PER FLOOR
c)    Bath Tubs or Showers:  1 PER 15 PEOPLE
b)    Lavatories  -  Required 1 PER ROOM    Provided EXISTING
a)    Water Closets - Required 1 PER ROOM  Provided EXISTING

M.      Minimum Number of Required Plumbing Facilities:

Exit Width Required:   ______            Exit Width Provided:   ______

Element Hours Assembly
ListingListing

Element AssemblyHours

Smoke Partitions
Fire Partitions

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls

BAHTBABABA

Design Wind Speed:  ______ mphB.      Seismic Design Category: ______

L.      Design Occupant Load: ______

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:

 ____________________________________________Tabular Area:I:

 per Floor (square feet): __________________________Actual AreaH:

Number of Stories:   ______   Building Height: ______G:

Required: ______     Provided: ______   Type of Sprinkler System: ____________

Sprinklers:F:

Mixed Occupancies:   ______         Nonseparated Uses:   ______E.

          separation distance (in hours):
 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guidelines
ADA Accessibility
Building Conservation
Uniform Code for
National Electrical Code

Conservation Code
International Energy
International Fire Code
International Plumbing Code
International Mechanical Code
International Building Code

YearYear

APPLICABLE CODES

A.      Occupancy and Group:  ________    ________    ________    ________     ________

CODE ANALYSIS

2006
2006
2006
2006

2006

2005

I2

X X
N/A

N/A N/A

0 0 0 0

N0 N0

X EXISTING

1 16'

22000

N/A EXISTING

N/A

0
0
0
0
0
0
0

0
0
0
0
0
0
0
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1 PATCH AND REPAIR EXISTING WALLS AND
CEILING DUE TO NEW CONSTRUCTION.

2 PAINT WALLS AND CEILING.  COORDINATE
COLOR  WITH BUILDING TENANT.

3 PATCH AND REPAIR EXISTING FLOORING.
COORDINATE  WITH BUILDING TENANT.

4 REFER TO DRAWING MD101  & 102 FOR
DEMOLITION.

5 RE-CIRCUIT EXISTING LIGHT SWITCH FOR NEW
ROOM LAYOUT.

6 REMOVE AND DISPOSE EXISTING FLOORING
AND BASE BOARD DOWN TO CONCRETE.
PREP CONCRETE FLOOR FOR NEW EPOXY
PAINT FINISH.

7

8 PROVIDE EPOXY PAINT FLOORING
COORDINATE WITH BUILDING TENANT FOR
COLOR AND FINISH.

9 PROVIDE NEW RUBBER BASE BOARD TO MATCH
EXISTING SIZE, STYLE AND COLOR.

SCALE:  1/4" = 1'-0"
QUAILRUN DRYER MODIFICATIONS

SCALE:  1/4" = 1'-0"
OAKRIDGE DRYER MODIFICATIONS

SCALE:  1/4" = 1'-0"
SUNSET DRYER MODIFICATIONS

GENERAL NOTE:

1. THIS PAGE CONSISTS OF 2 AREAS
IN 3 SEPARATE BUILDINGS.

NEW ROOF PENETRATIONS FOR MECHANICAL
EQUIPMENT:  PROVIDE FLASHING AT CURBS PER
ROOF MANUFACTURERS STANDARD DETAILS
TO MAINTAIN WARRANTY OF EXISTING ROOF
SYSTEM.

2. REFER TO DRAWING ME101 FOR
BUILDING KEY PLAN.

10 SHADED AREA INDICATE AREA OF
CONSTRUCTION .

REVISIONDATEMARK

11 CENTER NEW WALL ON WINDOW MULLION

12 NEW DRYERS REFER TO MECHANICAL
DRAWINGS.

13 LINE OF CEILING DROP ABOVE.

14 STEEL LINTEL AT NEW MASONRY OPENING

15 SAW CUT OPENING IN MASONRY WALL FOR NEW
DOOR.  REMOVE AND DISPOSE OF MATERIAL.
RELOCATE ANY ELECTRICAL DEVICES &
CONDUIT THAT MAY BE IN THE WAY.



SCALE:  1/4" = 1'-0"
RAINTREE FLOOR PLAN

SCALE:  1/4" = 1'-0"
WILLOWCREEK FLOOR PLAN

REVISIONDATEMARK

1 PATCH AND REPAIR EXISTING WALLS AND
CEILING DUE TO NEW CONSTRUCTION.

2 PAINT WALLS AND CEILING.  COORDINATE
COLOR  WITH BUILDING TENANT.

3 PATCH AND REPAIR EXISTING FLOORING.
COORDINATE  WITH BUILDING TENANT.

4 REFER TO DRAWING MD101 & 102 FOR
DEMOLITION.

5 RE-CIRCUIT EXISTING LIGHT SWITCH FOR NEW
ROOM LAYOUT.

6 REMOVE AND DISPOSE EXISTING FLOORING
AND BASE BOARD DOWN TO CONCRETE.
PREP CONCRETE FLOOR FOR NEW EPOXY
PAINT FINISH.

7

8 PROVIDE EPOXY PAINT FLOORING
COORDINATE WITH BUILDING TENANT FOR
COLOR AND FINISH.

9 PROVIDE NEW RUBBER BASE BOARD TO MATCH
EXISTING SIZE, STYLE AND COLOR.

NEW ROOF PENETRATIONS FOR MECHANICAL
EQUIPMENT:  PROVIDE FLASHING AT CURBS PER
ROOF MANUFACTURERS STANDARD DETAILS
TO MAINTAIN WARRANTY OF EXISTING ROOF
SYSTEM.

10 SHADED AREA INDICATE AREA OF
CONSTRUCTION .

GENERAL NOTE:

1. THIS PAGE CONSISTS OF 2 AREAS
IN 2 SEPARATE BUILDINGS.

2. REFER TO DRAWING ME101 FOR
BUILDING KEY PLAN.

11 CENTER NEW WALL ON WINDOW MULLION

12 NEW DRYERS REFER TO MECHANICAL
DRAWINGS.

13 LINE OF CEILING DROP ABOVE.

14 STEEL LINTEL AT NEW MASONRY OPENING

15 SAW CUT OPENING IN MASONRY WALL FOR NEW
DOOR.  REMOVE AND DISPOSE OF MATERIAL.
RELOCATE ANY ELECTRICAL DEVICES &
CONDUIT THAT MAY BE IN THE WAY.



SCALE: NONE
DRYER ENCLOSURE DETAILA2

SCALE: NONE
WALL SECTIONA1

SCALE: NONE
WALL JAMB /HEAD DETAILA3

SCALE: NONE
WALL AT WINDOW DETAILA4

SCALE: NONE
MASONRY LINTEL DETAILA5

PROCEDURE FOR MAKING DOOR OPENING.
SCALE: NONEA6
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SCALE:  1/4" = 1'-0"
QUAILRUN DEMO PLAN

1 REMOVE EXISTING DRYER VENTS TO A
POINT JUST UNDER ROOF. VENT PIPING
AND PENETRATION THRU ROOF SHALL
REMAIN. CAP VENT BELOW AND ABOVE
ROOF.

2 REMOVE EXISTING DRYERS AND
RELOCATE TO NEW LOCATION SHOWN
ON SHEET ME101. DISASSEMBLE AS
REQUIRED TO FIT THRU DOORS.

3 REMOVE EXISTING STEAM AND
CONDENSATE PIPING VALVES ETC.
SERVING EXISTING DRYERS BACK TO
THIS POINT. FIELD VERIFY LOCATION.

4 REMOVE EXISTING DUCTWORK BACK
TO THIS LOCATION. SEE SHEET ME101
FOR RECONNECTION. FIELD VERIFY.

5 EXISTING DUCTWORK, DIFFUSERS, AND
GRILLES SHALL REMAIN.

6 EXISTING EXHAUST FAN AND
DUCTWORK SHALL REMAIN.

7 REMOVE EXISTING R.A. CEILING
GRILLE.

8 EXISTING SUPPLY AIR SHALL REMAIN IN
ALL AREAS EXCEPT WHERE SHOWN.

9 EXISTING CEILING RETURN AIR GRILLE
SHALL REMAIN.

10 EXISTING WASHERS SHALL REMAIN.

11 REMOVE EXISTING WATER PIPING,
HOSES, PRV VALVE, SHUT-OFF VALVES
ETC. CAP ABOVE DRYER NEXT TO
WALL.

12 REMOVE EXISTING CLOSET WALL,
DOORS, RODS ETC.

13 EXISTING FIRE SPRINKLER HEAD SHALL
REMAIN.

14 EXISTING SMOKE DETECTOR SHALL
REMAIN.

15 SUNSET ONLY.

16 QUAILRUN ONLY.

17 REMOVE FLOORING. SEE ARCH SHEET
FOR DESCRIPTION.

18 EXISTING FLOOR TO REMAIN IN
BEDROOM. SEE ARCH SHEET FOR NEW
WALL LOCATION.

19 REMOVE EXISTING MASONRY WALL
FOR NEW DOUBLE DOORS. PROVIDE
STEEL ANGLE LINTEL AT NEW DOOR
OPENING.

GENERAL NOTE:

1. PHASE ONE BUILDING DEMOLITION AND
REMODEL TO BE COMPLETE BEFORE
MOVING ONTO THE NEXT.  ONLY ONE
BUILDING IS TO BE WITHOUT DRYERS
AT ONE TIME.

2. THIS PAGE CONSISTS OF 3 PROJECTS
IN 3 SEPARATE BUILDINGS.

SCALE:  1/4" = 1'-0"
OAKRIDGE DEMO PLAN

TYPICAL KEY PLAN

REVISIONDATEMARK

SCALE:  1/4" = 1'-0"
SUNSET DEMO PLAN



1 REMOVE EXISTING DRYER VENTS TO A
POINT JUST UNDER ROOF. VENT PIPING
AND PENETRATIONS THRU ROOF
SHALL REMAIN. CAP VENT BELOW AND
ABOVE ROOF.

2 EXHAUST DUCT SHALL REMAIN.
REMOVE EXHAUST FAN. SALVAGE TO
OWNER IF REQUIRED. PATCH ROOF.

3 REMOVE RANGE HOOD, DUCT AND
EXHAUST FAN. SALVAGE TO OWNER, IF
REQUIRED. PROVIDE SHEET METAL
CAP AND R-30 BATT INSULATION ON
EXISTING ROOF CURB. PREFINISHED
SHEET METAL CAP TO MATCH EXISTING
ROOF.

4 EXISTING DIFFUSERS, GRILLES ETC.
SHALL REMAIN.

5 REMOVE EXISTING EXHAUST FAN.
RE-USE EXISTING CURB IF COMPATIBLE
OR PROVIDE NEW CURB FOR NEW FAN.
FIELD VERIFY.

6 EXISTING DUCT SHALL REMAIN. FIELD
VERIFY LOCATION.

7 CAP EXISTING STEAM AND
CONDENSATE PIPING. PROVIDE NEW
END OF MAIN F & T TRAP. SEE DETAIL.

8 CAP EXISTING COMPRESSED AIR
PIPING.

9 REMOVE EXISTING DRYERS AND
RELOCATE TO NEW LOCATION SHOWN
ON SHEET ME101.

10 EXISTING STAINLESS STEEL CANOPY
SHALL REMAIN.

11 EXISTING 1-1/4" HPS AND HPR SHALL
REMAIN.

12 REMOVE EXISTING 1-1/4" HPS, PIPING,
VALVES, HOSES, HANGERS, ETC.

13 REMOVE EXISTING WATER PIPING,
VALVES, HOSES, HANGERS, ETC. CAP
AT WALL PENETRATIONS.

14 EXISTING FLOOR SINK SHALL REMAIN.

15 EXISTING CULINARY HOT AND COLD
WATER PIPING SHALL REMAIN.

16 EXISTING CULINARY COLD WATER
PIPING SHALL REMAIN.

GENERAL NOTE:

1. PHASE ONE BUILDING DEMOLITION AND
REMODEL TO BE COMPLETE BEFORE
MOVING ONTO THE NEXT.  ONLY ONE
BUILDING IS TO BE WITHOUT DRYERS
AT ONE TIME.

SCALE:  1/4" = 1'-0"
RAINTREE DEMO PLAN

SCALE:  1/4" = 1'-0"
WILLOWCREEK DEMO PLAN

KEY PLANKEY PLAN

EXISTING KITCHENEXISTING KITCHEN
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1 RELOCATE FIRE SPRINKLER HEADS AND
DETECTORS AS REQUIRED TO ADEQUATELY
PROTECT SPACE.

2 ROUTE NEW 10"Ø DRYER EXHAUST VENTS
THROUGH SIDEWALL TO OUTSIDE. SEE PHOTO
C1/ME501 AND DETAIL C3/ME501.

3 TIE INTO EXISTING STEAM PIPING IN HALL
ROUTE NEW 1-1/4" HPS AND HPC TO NEW DRYER
LOCATION AS SHOWN. TAKE OFF FROM TOP OR
FROM TOP 45° OF PIPING.

4 RELOCATE EXISTING DRYERS TO NEW
LOCATION SHOWN.

5 NEW WALL PROVIDED BY G.C.  COORDINATE
WITH ARCHITECTURAL PLANS AND BUILDING
OWNER.

6 SEE DETAIL B4/ME501 FOR STEAM CONNECTION
TO DRYERS.

7 PROVIDE 4" STUD WALL AND FASCIA. SEE DETAIL
B3/ME501

8 NEW CEILING DIFFUSERS, COORDINATE
LOCATION WITH LIGHTS.

9 NEW EXHAUST GRILLE CENTERED ABOVE
DRYERS.

10 10x8 OR 10"Ø EXHAUST DUCT RISER TO NEW
EXHAUST FAN EF-1 ON ROOF.

11 10x8 OR 10"Ø EXHAUST DUCT RISER TO NEW
EXHAUST FAN EF-2 ON ROOF.

12 CONNECT TO EXISTING 10"Ø. DUCT AT THIS
APPROXIMATE LOCATION. FIELD VERIFY EXACT
LOCATION.

13 CONNECT NEW 9" DUCT INTO EXISTING 10"Ø
DUCT IN THIS APPROXIMATE LOCATION. FIELD
VERIFY EXACT LOCATION. SEE DETAIL A1/ME501.

14 EXISTING DUCT AND LINEAR DIFFUSER FROM
FAN COIL UNIT SHALL REMAIN.

15 24x18 FRESH AIR GRILLE AND AUTO-DAMPER
(ELECTRIC) FROM FRESH AIR PENTHOUSE PH-1
ON ROOF. WHEN DRYERS ARE OPERATING
DAMPERS ARE OPEN. WHEN DRYERS ARE OFF
DAMPERS SHALL CLOSE.

16

17 CORE DRILL THROUGH EXISTING WALL.
PROVIDE OPENING 2" LARGER IN DIAMETER
THAN THE 10"Ø VENT. SEAL AIR AND WATER
TIGHT.

SCALE:  1/4" = 1'-0"
QUAILRUN DRYER MODIFICATIONS

SCALE:  1/4" = 1'-0"
OAKRIDGE DRYER MODIFICATIONS

REVISIONDATEMARK

18 EXISTING FIRE SPRINKLER HEAD SHALL REMAIN.

19 EXISTING SMOKE DETECTOR SHALL REMAIN.

PROVIDE COLD WATER LINE TO DRYER FIRE
SUPPRESSION. SEE DETAIL ME501. FIELD
VERIFY LOCATION OF EXISTING CW LINE.

TYPICAL KEYPLAN

SCALE:  1/4" = 1'-0"
SUNSET DRYER MODIFICATIONS

GENERAL NOTE:

1. THIS PAGE CONSISTS OF 3 PROJECTS
IN 3 SEPARATE BUILDINGS.

20

21

PROVIDE SPEED CONTROL DIAL FOR NEW
EXHAUST FAN. COORDINATE WITH USER FOR
EXACT LOCATION.

COORDINATE WITH G.C. TO PATCH/REPAIR
CEILING AND WALLS AS NECESSARY.

23 COORDINATE WITH FIRE SPRINKLER
CONTRACTOR TO PROVIDE NEW SPRINKLER
LAYOUT IN REMODELED ROOMS. SEE SECTION
15300. TIE NEW HEADS INTO EXISTING SYSTEM.

24 PROVIDE NEW 2" EXPANSION JOINTS IN
EXISTING STEAM AND CONDENSATE PIPING IN
HALL. PROVIDE TRANSITIONS TO EXISTING
PIPING AS NECESSARY. LOCATE NEW JOINTS IN
MIDDLE OF HALLWAY AND PROVIDE ANCHORS
TO WALL AT EACH END. PROVIDE GUIDES UP
STREAM AND DOWN STREAM OF NEW
EXPANSION JOINTS, PER JOINT
MANUFACTURERS RECOMMENDATIONS.

22 COORDINATE WITH DESIGN BUILD ELECTRICIAN
TO REPLACE LIGHTS, RELOCATE, AND PROVIDE
NEW AS NECESSARY IN RENOVATED ROOMS
THIS AREA.  DESIGN BUILD ELECTRICIAN SHALL
ALSO PROVIDE NEW SMOKE DETECTOR IN NEW
LAUNDRY ROOM, AND VERIFY PROPER
OPERATION OF EXISTING DETECTOR IN
BEDROOM. NECESSARY.



SCALE:  1/4" = 1'-0"
RAINTREE FLOOR PLAN

SCALE:  1/4" = 1'-0"
WILLOWCREEK FLOOR PLAN

1 CONNECT NEW HPS AND HPR TO
EXISTING AT THIS LOCATION AND
EXTEND OVERHEAD TO RELOCATED
DRYERS. FIELD VERIFY LOCATION OF
EXISTING PIPING.

2 SEE DETAIL A4/ME501 FOR STEAM
CONNECTION TO RELOCATED DRYERS.

3 CONNECT NEW COMPRESSED AIR LINE
TO EXISTING AND EXTEND OVERHEAD
TO RELOCATED DRYERS. FIELD VERIFY
ROUTING.

4 SEE DETAIL A4/ME501 FOR
COMPRESSED AIR CONNECTION.

5 LOCATE EXISTING DRYERS AT
EXISTING KITCHEN HOOD WHERE
POSSIBLE..

6 PROVIDE NEW EXHAUST FAN ON ROOF.
USE EXISTING ROOF CURB IF
POSSIBLE. IF EXISTING ROOF CURB
CANNOT BE REUSED, REMOVE AND
PROVIDE NEW CURB USING EXISTING
ROOF OPENING. RE-USE EXISTING
DUCT AND CANOPY.

7 EXISTING CEILING DIFFUSER AND
RETURN, SUPPLY AND EXHAUST
GRILLE SHALL REMAIN.

8 WILLOW CREEK AND RAINTREE ARE
MIRROR IMAGES OF EACH OTHER.
FIELD VERIFY ALL CONDITIONS AND
LOCATIONS OF EXISTING PIPING, FIRE
SPRINKLER PIPING, HEADS, LIGHTS,
FLOOR SINKS ETC.

9 IF EXISTING FLOOR SINKS ARE IN THE
WAY OF LOCATING THE DRYERS,
CONTRACTOR SHALL FILL SINK WITH
CONCRETE EVEN WITH EXISTING
FLOOR.

10 IF THE ONLY ROUTING OF PIPING IS IN
THE CORRIDOR PIPING SHALL BE
ROUTED AS HIGH AS POSSIBLE AND
INSULATION PAINTED THE SAME
COLOR AS THE CORRIDOR CEILING.

11 FIRE SPRINKLER HEADS SHALL REMAIN.

12 EXTEND 10"Ø DRYER VENT UP TO
ROOF. SEE DETAIL C3/ME501.

13 CUT EXISTING STEAM AND
CONDENSATE PIPING AND MAKE NEW
CONNECTIONS AT THIS APPROXIMATE
LOCATION. PROVIDE END OF MAIN
TRAP. SEE DETAIL C4/ME501.

14 CONNECT TO EXISTING COLD WATER
PIPING. EXTEND TO FIRE SUPPRESSION
CONNECTION ON DRYER. PROVIDE
WITH NEW PRV VALVE, 25 - 75 PSIG.

15 EXISTING CULINARY HOT AND COLD
WATER PIPING SHALL REMAIN.

16 EXISTING FLOOR SINK SHALL REMAIN.

17 EXISTING CULINARY COLD WATER
PIPING SHALL REMAIN.

18 24x18 FRESH AIR GRILLE AND
AUTO-DAMPER (ELECTRIC) FROM
FRESH AIR PENTHOUSE PH-1 ON ROOF.
WHEN DRYERS ARE OPERATING
DAMPERS ARE OPEN. WHEN DRYERS
ARE OFF DAMPERS SHALL CLOSE.

19 PROVIDE SPEED CONTROL DIAL FOR
NEW EXHAUST FAN.  COORDINATE
WITH USER FOR EXACT LOCATION.

20 COORDINATE WITH G.C. TO
PATCH/REPAIR CEILING AND WALLS AS
NECESSARY.

REVISIONDATEMARK

KEY PLANKEY PLAN



EXTERIOR PHOTO OF OAKRIDGE NEW DRYER LOCATION
SCALE: NONEC1

SCALE: NONE
ROOF MOUNTED EXHAUST FAN DETAILB1

D

RETURN AIR FLOWMAIN AIR DUCT

SUPPLY AIR FLOW

RIGID ROUND
DUCT OR
DIFFUSER
COLLAR

INSULATION NOT
SHOWN ON DUCTWORK

LOCKING QUADRANT
HANDLE OR REMOTE
CEILING OPERATOR
WHERE DAMPER
IS INACCESSIBLE.

FASTEN RIGID DUCT TO FITTING W/ #10x3/4"
SHEET METAL SCREWS. DO NOT INTERFERE W/
VOLUME DAMPER OPERATION.

AIR
BRANCH
DUCT (TYP.)

ATTACH FLEXIBLE DUCT
TO END. SEE DETAIL

SIZE CUT OUT ACCORDING
TO MANUFACTURERS
RECOMMENDATIONS.

INSULATION NOT
SHOWN SEE
SPECIFICATIONS

22GA. RIGID SHEET METAL
WRAPPED WITH
INSULATION.

NEOPRENE BUSHING
EACH END

ROUND-TO-ROUND
DUCT CONSTRUCTION DETAIL
SCALE: NONEA1

DETAILA1 SCALE: NONE

NYLON CLAMP OVER INSULATION

NYLON CLAMP OVER FLEX DUCT

INSULATION

FLEX DUCT

#10x3/4" SHEET METAL
SCREWS

SEAL SEAM WITH
HARD-CAST
DUCT SEALER

22 GA. BLADE

3/8" SQUARE ROD

SEE DETAIL
45°

SCALE: NONE
STEAM DRYER SYSTEM DETAILB4

SCALE: NONE
DRYER VENTING DETAILC3

VERTICAL DUCTING HORIZONTAL DUCTING

OPENING MUST BE 2" INCHES
LARGER THAN DUCT ( ALL THE
WAY AROUND). THE DUCT MUST
BE CENTERED WITHIN THIS
OPENING. SEAL AROUND
OPENING AIR AND WATER TIGHT.

10"

20" MIN. CLEARANCE

10"

20" MIN. CLEARANCE

STEAM COIL

FLOAT & THERMOSTATIC
TRAP 3/4"

CONDENSATE RETURN TO
RECEIVER SEE DRAWINGS
FOR CONTINUATION.

BALL VALVE

CHECK VALVE

END OF STEAM MAIN
SIZE AS SHOWN ON
DRAWINGS

STRAINER
TURNED ON
 SIDE

SCALE POCKET - FULL
SIZE OF STEAM MAIN

BALL VALVE

UNION

UNION

3/4"

8" MINIMUM

4" LONG NIPPLE
AND CAP

END OF MAIN OR RISE
& DRIP CONNECTION DETAIL
SCALE: NONED4

3/4"

CORE DRILL THROUGH
EXISTING BLOCK WALL.

BACKDRAFT
DAMPER

DUCT TRANSITION FROM
CEILING GRILLE SIZE TO
DAMPER SIZE.

SEAL

RUN FLASHING UP
UNDER FAN BASE

SEAL

ANCHOR FAN TO CURB

EXHAUST FAN

BIRD SCREEN

ROOFING

PRE-FAB CURB
W/ 1-1/2" INSULATION

STEAM COIL UNION - TYPICAL.

STEAM COIL IN DRYER.

BUCKET TRAP.

1-1/4" STRAINER TURNED ON SIDE.

1-1/4" STEAM HOSE, MINIMUM 24".

STEAM BALL VALVES 1-1/4".

CHECK VALVE 1-1/4".

1-1/4"x1" REDUCER.

FULL LINE SIDE DRIP LEG WITH CAP.9

8

7

6

5

4

3

2

1

1

1

1

6

76

6

7

3

3

5

5

5

5

8

8

1

1

5

8

4

6

1

4

3
7

6

1

3

1

7

6

NEW CONDENSATE
PIPING 1-1/4"

NEW STEAM
PIPING 1-1/4"

1" DRYER
CONNECTION

1" DRYER
CONNECTION

9

9

9

12"
10"10"

12"

12"
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2

2

VB

VB

4

4

4

4

REMOVABLE CAP
FOR CLEANING

COORDINATE WITH
USDC TO REMOVE
BUSHES AS NECESSARY

SCALE: NONE
VERTICAL DRYER VENT DETAILB2

DRYER

12"

TO ROOF OR WALL

REMOVABLE CAP
FOR CLEANING

TRANSITION TO
DRYER OUTLET
FIELD VERIFY

RAINTREE
WILLOW CREEK

SCALE: NONE

DRYER FIRE SUPPRESSION
CONNECTION DETAILB4

3/4 HOSE CONNECTION

NEW PRV (25 - 75) PSINEW ISOLATION
BALL VALVE

CW

PENTHOUSE
AIR INTAKE

SCALE: NONEC4 PENTHOUSE DETAIL

SEAL

ROOF STRUCTURE

10"Ø
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